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Featu re:
Capacity: 30t

Dimension(mm):
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Steel ball loading, strong restoration ability
Easy complete installation, high weighing accuracy
OIML Ca3 certificate
Alloy Steel
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EL-D Series Digital Load Cell

Specification:
Model EL-D
Rated capacity 5ton to 50ton
Operating temperature range -30 to +70
Maximum safe overload 150% OF R.C
Combined error +0.03% F.S
Ultimate safe overload 200% OF R.C
Non-repeatability +0.02% F.S
Recommended Excitation 10 to 12V DC
Non-linearity +0.02% F.S
Maximum Excitation 15V DC
Hysteresis error +0.02% F.S
Environment protection Ip68
Zero balance ZIFGIES
Input impedance 750+10Q
Creep error(30minutes) +0.02% F.S
Output impedance 702+3Q; 703+5Q cable=15m)
Temperature effect on zero +0.02% F.S
Insulation resistance at 50V DC >5000MQ
Temperature effect on output +0.02% F.S
Material nickel-plated alloy steel
Compensated temperature range -10to +40°C
Cable length:15m, Diameter 6mm

Applications:

«  Weighbridge
- All kind of weighing applications of heavy load.
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ENDEL WEIGH SYSTEMS LLC

P. O. Box 45588, Office No. 1412, Al Manara, Nr. JW Marriot Marquis, Business Bay, Dubai.
T.: +971-4-3522077 | F.: +971-4-3522088 | M.: +971-50-7343742
E.: sales@dubaiweighing.com | W.: www.dubaiweighing.com
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