
J7-11 Tower 

J7J7SeriesSeries ECR ScalesECR Scales

Perfectly computerized for weighing 
management and control 
Quick and easy to use high definition touchscreen
Comprehensive weighing data management 
and reporting solutions 
Accurate, fast and stable PowerAD
weighing technology. 
Versatility and customization in receipts and labels
Various ports can connect to a cash drawer,
 barcode reader or a mouse.
Weighing data can be integrated and SYNC by WiFi.  
 

Combine Your Scale, Cash Register
and Printer for better Management 
Make your business more efficient and profitable
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Peripherals:

Cash drawerPrinter

Dimensions(mm):

240 x 370mm

Model
Specification
Capacities
Readability(e)
Pan Size
Vender Display
Customer Display
Built-in Printer 48mm width built-in thermal Receipt printer

Memory
Ports

7’’ 800 x 480 High definition color touchscreen
7’’ 800 x 480 High definition color screen

RAM: 1GB        Flash: 512 MB
2 x USB, 1 x RS-232, 1xRJ11, 1xRJ45

Battery Rechargeable battery for 7 hours continue use(Optional)

J7 Series System Retail Scales
J7-11 Tower

 Distributor:

Bar code gun Mouse

Keyboard TTC Software

Comprehensive Electronic cash register 
functions provide account, taxes, discount
operation ideal for smaller business 
management.

By RS-232, It can connected to a ticket or 
label printer.  Many ticket and label formats 
can be selected from display. Also 
Customized printing format available for 
different customers' needs.   

Computerized product management 
system, easily input  and  call out PLU. 
It support multi-language operating 
environment.

Computerized product management
system, easily input and call out PLU.
It support  reporting on screen or 
exporting to a PC software

ECR functions ideal for smaller business

Versatility in receipts and labels

Data Management and Sales Report

Multilingual information management system

3kg/6kg 6kg/15kg
1g /2g 2g/5g

15kg/30kg
5g/10g

Operating System TOS 2.0 Embedded system        Option：Win CE system 


